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Full Top Opening

16 Gauge Welded Steel
STURDY CONSTRUCTION

The FT 3522 cabinet handles small to medium

Cabinet Details sized parts. It's a perfect sized unit for DIY,
home owners, and where a powerful blaster

Overall Dimensions 55" (h) x 38" (w) x 30" (d) with a small footprit is needed.
Working Dimensions 23" (h) x 33" (w) x 21.5” (d) Cyclone abrasive blasting cabinets are
_ _ constructed from high quality components,
Window 25" (w) x 10” (h) Acrylic then sealed and painted to prevent leaks and

protect the finish. The interior of the view

Construction Welded 16 Gauge Steel . . .
window includes a protective layer to prolong
Blast System 14 CFM @ 70-90 PSI its life.
Blaster Operation Trigger Operated Welded steel makes for a sturdy cabinet
_ capable of handling heavy items. A trigger
Gloves 18" Long Unlined activated blast gun with a ceramic nozzle
| cal | produces a powerful 14 CFM. This makes quick
Electrica 110 Volts work of almost any project.
Weight 215 US Pounds

Our headquarters is in Michigan and we proudly
label our products Made in the USA. Our
customer service is ready to help you before or
after a purchase.

With budgets in mind, we produce quality that won't hit your bottom line.
PO BOX 815 Dowagiac, Michigan 43047 — 269-782-9670 — info@cycloneblasters.com



