
The PT100 is our extremely e!cient pressure 
blasting system.  A 10’ hose and easy to use 
manual control valve makes blasting easy.   The 
unit has solid 6” rubber wheels making it 
portable as well.    

The ACSME certi"ed pressure vessel can hold 
up to 90 US pounds of abrasive media, keeping 
you blasting longer!  We also include a pressure 
relief valve, safety goggles, and an air gauge.

The unit is easy to "ll, move, and use.  If you are 
searching for a pressure pot blasting system, 
this is an ideal unit for almost every application.
 
Our headquarters is in Michigan and we proudly 
label our products Made in the USA.  Our 
customer service is ready to help you before or 
a#er a purchase.

Pressure Blaster Details
Tank Diameter 12”

Tank Height 23"

Construction ACSME Certi"ed Pot

Blast System 23 CFM @ 100 PSI

Blaster Operation Manual Valve Control

Wheels 6” Semi-Pneumatic

29”Overall Height

Abrasive Media Capacity 90 US Pounds

Weight 70 US Pounds

Pressure Rated Host 10’ x 1/2” ID

Features Air Gauge, Pressure Relief 
Valve, Safety Goggles

Made in the USA

PO BOX 815 Dowagiac, Michigan 49047 — 269-782-9670 — info@cycloneblasters.com

MODEL PT100

PORTABLE:
Easy to roll 6” 
Semi-Pneumatic 
Wheels.

ACSME Certi"ed
Pressure Pot

With budgets in mind, we produce quality that won’t hit your bottom line.

www.cycloneblasters.com 

Long 10’ - 1/2” ID
Pressure Blast Hose

Ceramic Blast Nozzle
1/8” ID

23 CFM @ 100 PSI


